
  
 

Pg 1 of 15 
 

 

         

 

 

TECHNICAL SPECIFICATIONS 
 
 

 

 
 
    MAILING ADDRESS    SUZY SILVESTRE   Theatre Coordinator  (661) 723ï 5876 

 44933 Fern Avenue      SSilvestre@CityofLancasterCA.org    
     Lancaster, CA  93534ï 2461  
      RICK VANDER HYDE Technical Director                     723ï 5932 

         RVanderHyde@CityofLancasterCA.org   
    STREET ADDRESS 

     750 West Lancaster Boulevard  PEGGY MARTINDALE Assistant Technical Director ï Rental Coordinator    

 Lancaster, CA  93534ï 3130        PMartindale@CityofLancasterCA.org       723ï 6111  
        
     www.LPAC.org   

   
 Box Office                    723ï 5950 
 Box Office Fax                                723ï 5945 
 Technical Office Fax                       723ï 6188 
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TECHNICAL OVERVIEW:  

 

The Lancaster Performing Arts Center is a Cityïowned venue opened in October, 1991 

 

The Center provides the following nonïunion staffing: 

2 fullïtime staff for Theatre/Business Operations and Technical Direction 

40 partïtime personnel make up back stage crew and Box Office staff 

Volunteer staff provides Usher/Patron Services and complements Front of House operations 

 

The main stage has variable seating capacities of 758 to 794 people; 

36 Pit Apron, 471 Orchestra, 287 Balcony ï using a continental seating plan.  

 

The entire venue is a nonïalcohol and nonïsmoking facility required by City and State regulations.  

Sound Level limits for the spaces are : 110 dB main stage, 95 dB for Bozigian Family Theatre (BFT) 

 

The main theatre has a fly tower with gridiron and overhung loft blocks running a single purchase counterweight system. 

A twin chain hoist runs the orchestra pit fitting 8 to 20 musicians.   

 

The venues do not have curfews, being indoor stages, but do have sound level limits designed for their respective sizes. 

 

Nellie and Lou Bozigian Family Theatre (BFT) is stage right of main stage with adjustable seating designs from 80 to 140 people   

STAGE POWER: 
 
TOURS NEEDING 400 AMP POWER WILL RESULT IN LOSS OF ALL OVERSTAGE POWER 
 

(2) 100A company switches ï 3Ø 208V; stage right proscenium, with female Camlock panels 
 

(2) 400A company shunts ï 3Ø 208V; upstairs dimmer room stage right, both with bare lugs 

 

STAGE DIMENSIONS:     THROW DISTANCES:  
PROSCENIUM OPENING: 42ôï0ò Wide by 23ôï 0ò High   BALCONY RAIL:    60ôï0ò to plaster line 

STAGE WALL TO WALL:  83ôï9ò wall to wall    AUDITORIUM DEPTH:   58ôï0ò; plaster line to booths  

STAGE LEFT WING:   17ôï6ò proscenium edge to Fly Rail  1
st

 FOH:                35ôï10ò throw to CenterïCenter 

STAGE RIGHT WING:   21ôï0ò proscenium edge to wall  2
nd

 FOH:                52ôï5ò throw to CenterïCenter  

PROSCENIUM LINE:   40ôï8ò to back wall   1
st

 BOX BOOM:    39ôï5ò throw to CenterïCenter 

PROSCENIUM LINE:   37ôï0ò to last line set   2
nd

 BOX BOOM:  54ôï8ò throw to CenterïCenter 

PROSCENIUM LINE:   11ôï0ò to Downstage Apron edge   SPOT BOOTH:  85ôï8ò throw to CenterïCenter 

HEIGHT CLEARANCE:  18ôï6ò to underside of 1
st
 gallery ductwork 

APRON WIDTH:    29ôï9
1
/2ò (upstage width),  

 36ôï2ò (downstage width) 

APRON DEPTH:    9ôï10ò  at center line 

APRON HEIGHTS: minus  3ôï3ò at house level 

minus  9ôï6
1
/4ò at orchestra level 

minus  12ôï0ò  at storage level 

APRON SIZE:  40ôï5
1
/2ò wide x 16ôï 0ò deep; orchestra level 

BALCONY RAIL HEIGHT: 13ôï6ò  rail to stage floor 

   

FIRE POCKET: 
  

The main stage operates with a fiberglass fire curtain and fire pocket marking the plaster line. No scenic/sound/lighting equipment other 
than cabling is allowed under the fire pocket line. No exceptions.  
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STAGE AND FLY/RIGGING:         
FLOOR:                 4ô X 8ô MDF sprung panels ï matte black painted  

MARLEY:  black matte ï 42ô W x 36ô D    

FLYLINES:                 46 total line sets  

OPEN PIPES:                 35  

STAIRS:  to auditorium both left and right   

OUT TRIM:  52ô ï2ò bottom batten to deck 

LINE SET STYLE:   1ï1/4ò schedule 40 truss pipe, 52ô ï 0ò long 

single purchase counterweight spaced 6 inches 

O.C. 

DEDICATED PIPES: 5 permanent Electrics  

3 permanent Traveler tracks 
SOFT GOODS:  16 pipes of goods that is moveable   

PIPE RIGGING:  6 points of ıò 7x19 GAC 

ARBOR LENGTH: 12ô 

MAX COUNTERWEIGHT:  600 pounds above pipe weight       

OVERIZE ARBOR LINES:  3 lines (linesets 13, 35, 54) with 20 foot arbors ï Lineset 13 has only 42 foot batten 

 

Locking rail is at stage left @ floor level 

Pin rail galleries stage left and right at +24ôï 0ò connected with an upstage catwalk. 

Loading gallery stage left at +48ôï 0ò  

Stage left flat rail: 11ôï6ò from deck  

 
LOADING DOCK:       

Permanent 5º ramp with 4ô dock lift  
 
6ôï4ò clearance between ramp and exterior venue walls 
 
Dock area can fit 3 to 4 passenger cars 
 OR 1 to 2 maxi vans/trucks 
 OR 1 motor coach next to ramp  

 
Semi trucks that park their trailer to the dock must detach their cabs to protect themselves from cross traffic 
 
Shore power is not installed at this venue 
 
 

LOADING DOORS: 
 
All listed loading doors are on same flat level as bottom of loading ramp and shop/stage access 

(2) loading dock doors are available, 7ô W x 10ô H for oversized cases into the shop and directly onto stage  

(1) 3 foot door to dressing rooms from dock  

(1) 6 foot double door to backstage elevator   

(1) 6 foot double door to Black Box and Lobby access 
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SHOP AREA: 

10ô x 40ô storage space for cases 

Lighting racks and dance booms storage 

(1) 8ô W x 10ô H rolling doors from loading dock 

(1) 18ô W x 17ô H rolling door from shop to stage 

Floor is same level from dock to stage 

 
 

 

 

 

 

AUDIO SYSTEM  
 
LPAC operates inïhouse sound for rental and certain season productions based on the needs of individual groups and their equipment 
requirements.  
 
Larger touring groups that require LPAC to provide front of house world, monitor world and backline are supplied through trusted outside 
vendors as required by contracts.  
 
Groups that carry their own FOH/monitor worlds are provided inïhouse power and dedicated areas for their worlds as listed below.     

  

FRONT OF HOUSE MIXING (BANDS ONLY):   BOOTH MIXING: 
  

Rear orchestra Center seating, under 6ô balcony    Yamaha 3000 40 Channel Mixing Console  

12ô D X 16ô W FOH footprint      (6)  TEQ DGï4023 1/3 octave transversal equalizer  
3ô X 6ô rolling console table        (1)  SPX900 Processor  
6 - 12 house kill seats needed     (2)  Lexicon Alex Processors  
110 dB House SPL limit ï A weighted     (2)  DBX quad channel 1046 Compressor/Limiter 
8ò snake tunnel from Sound Booth to stage left proscenium   (1)  DBX dual channel 1066 Compressor/Limiter/Gate 
Power and clearï com station available    (1)  Drawmer Quad Gate DS404 

(8)  STAGE MIXES   

 

LEFT/RIGHT LINE ARRAYS: (8) JBL VT4887A and (1) JBL VT4881A per array, hung at left and right proscenium 
 

GROUND: (1) JBL ASB7128 dual 18ò subwoofer and (2) JBL 18/28 front fills per side 

 

AMPS:  

 
(6) Crown IT-12000 for VT4887As 
(2) Crown IT-9000 for VT4881As and ASB7128s 
(1) Crown ITx-402 for front fills 
(5) QSC EX 1600 2 channel amps; stage mixes 1 ï 10   

  

MONITOR WORLD:  Available from Outside Vendors as negotiated per contracts 

 

MONITOR WEDGES:  
(4)  JBL AC 18/26 front fill speakers 
(6)  JBL SRX712M wedges 
(2)  EV FM 1202 wedges   
(2)  PAS 122H side fill monitors   
(3)  EAW SM 155 wedges  
(2)  EAW SM 202 low profile 
(1)  EAW SM 500 wedge   
(2)  EV Sentry 100 dedicated Sound booth monitors  
(2)  Hot Spot monitors ï one for SM panel, one for Light Booth 



  
 

Pg 5 of 15 
 

MICROPHONES: 

SHURE:    AKG:   CROWN:    WHIRLWIND: 
(1)  Beta 52   (5)  330   (4) Cï 130 choral   (8)  IMP2 Direct Boxes 

(6)  Beta 58   (2)  414 BïULS     (3) PCC 160 
(2)  SM 81    (2)  409 
(2)  Beta 87   (5)  535 
(1)  91      (2)  C568B 
(4)  Beta 98 
(4)  wireless SM58 Handhelds  
(2)  ULX Lavalieres  
(3)  MX202 choral  

PLAYBACK:  
(1) Sony CDRïW66 Recording CD player  
(2) Denon DNïC635 CD Players  
(1) Sony JE470 Mini Disk Player 
(2) Panasonic SVï3700 DAT Decks 
(1) Nakamichi MRï1 Cassette Deck 

PATCH PANEL: located at stage right proscenium with 56 XLR inputs, (2) G3 connectors or (1) G4 connector  

 
STANDS:     SNAKES:  
(6)   Straight round base mic stands   (1)   48 x 8 channel snake  
(11) Tripod boom stands      (2)  12 channel splitter snakes  
(3)   Large triangle base boom stands    (1)   8 channel snake  
(3)   Short tripod boom stands  
(2)   Kick drum stands  

COMMUNICATIONS:  
(4)  ClearComm wireless belt packs with headsets; base station ï DUAL CHANNEL 
(6)  Production Intercom wired belt packs with headsets; base station ï SINGLE CHANNEL 
Wired positions for lighting booth, sound booth, follow spots, Stage Manager and Fly Rail 
Backstage/Dressing room page system from SM panel 
Sennheiser 2020 FM Assistive Listening System  

 

VIDEO PROJECTION:    
(1) Eiki LC-HTD1000; 10,000 lumen projector with BNC, DVI, VGA inputs located at Front of House between lighting and sound booths 

(1) 14ô x 24ô AV Stumpfl front projection screen hung on stage, with 6 foot black dress skirt 

(1) BluRay DVD player 

(1)  Da-Lite 10ô x 14ô rear projection screen 

(1) Da-Lite 7ô x 10ô front projection screen 

 

Separate video camera located alongside Eiki projector distributes stage video via BNC to BFT, Stage Manager panel, stage left and 

Technical Office.  Television monitors are provided at SM panel downstage right and  downstage left..   

 

Season events needing extra video gear, such as switchers, cameras and various playback, are supplied through trusted vendors.  

 

Renters wanting to supply their own video projection need to also provide an experienced A/V technician, projector cabling and 

compatible video playback source (i.e. DVD or laptop) that they are comfortable with operating.    

 

SOFT GOODS:  
The theatre is equipped with the following soft goods, with all traveler curtains having 50% fullness and all masking borders and legs 
having 25% fullness sewn in.  
 
(1) Purple Velour Main Curtain   52ôï0ò W x 26ôï0ò H 
(1) Purple Velour Grand Valence  52ôï0ò W x 10ôï0ò H 
(1) Fiberglass Fire Curtain   44ôï8ò W x 24ôï6ò H 
(5) Pair Black Velour legs    12ôï0ò W x 26ôï0ò H  
(5) Black Velour borders    52ôï0ò W x 10ôï0ò H  
(1) Black Velour midstage traveler   52ôï0ò W x 26ôï0ò H  
(1) Black Velour upstage traveler   52ôï0ò W x 26ôï0ò H 
(1) Blackout curtain wall   52ôï0ò W x 26ôï0ò H  
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(1) Black Velour blackout curtain  60ôï0ò W x 26ôï0ò H  
(8) Black tab curtains (50% fullness) 12ôï0ò W x 26ôï0ò H 
(1) White Cyclorama ï natural muslin 52ôï0ò W x 26ôï0ò H   
(1) White scrim     48ôï0ò W x 29ôï6ò H 
(1) Black scrim     48ôï0ò W x 29ôï6ò H 
(2) Black door masking curtains  30ôï0ò W x 18ôï0ò H 
(1) Sonics curtain    20ôï0ò W x 18ôï0ò H 

 

All soft goods except the scrims are hung for maximum masking and any reï hanging of these goods must be cleared by Technical 

Director prior to load in.  

EQUIPMENT:  
 
(1) Genie powerdrive lift ï 25ô bucket lift   
(2) 12ô fiberglass ladders     (1) Baldwin 9ô satin ebony grand piano  
(1) 8ô fiberglass ladder     (1) Kawai satin ebony upright piano  
(2) 4ô aluminum ladders    (1) Speaker lectern ï dark oak finish 
(2) 2ô aluminum ladders    (3)    2ôï 0ò Side arms/tees 
(50) Manhasset music stands   (19)  1ôï 0ò Side arms/tees 
(1) Conductor music stand    (4)    75ô SPG cable 
(110) black straight back chairs   (25)  50ô SPG cable 
(37) 4ôx8ô Wenger platforms   (56)  20ô SPG cable 
       assorted legs at 8ò, 16ò, 24ò, 32ò, 40ò, 48ò (56)  10ô SPG cable 
(15)  5 foot round tables          (10)  5ô SPG cable 
(8)    6 foot rectangular tables   (10) 10ô lighting booms/50 lb base    
(1)    12 foot folding table    (36)  black Twoïfers  
(1)    4 foot two tier bar table   (16)  yellow Twoïfers 
(3)    black 28ò unpadded stools    
(3)    black 28ò padded stools    
(4)    dark mahogany bar back chairs     

MAIN LEVEL DRESSING ROOMS/SUPPORT FACILITIES: 
 
Located directly offstage left  
All rooms have one sink, countertop, makeup lights, chairs, soap and paper towel dispensers   
 
Main hallway of Dressing rooms contains equity couch and water station 
 

Locking doors secure Dressing Rooms from Lobby access 
 

 Dressing room # 1:  Dressing room # 2:  Dressing room # 3:  Dressing room # 4:  Wardrobe room: 
Holds 1 ï 2 people Holds 1 ï 2 people Holds 5 ï 8 people Holds 5 ï 8 people  washer and dryer 
12ô x 12ô   12ô x 10ô   12ô X 15ô   8ô X 20ô    towels/tablecloths 
small fridge  small fridge  clothing rack  clothing rack  2 steamers 
private bath/shower private bath/shower adjacent bath/shower adjacent bath/shower 2 ironing boards 
outlets   outlets   outlets   outlets   outlets 
backstage paging  backstage paging  backstage paging  backstage paging  2 irons   
   Wireless modem        2 full mirrors 

         Sewing machine 
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ELEVATORS: 
 
(1) Lobby elevator, 10 ï 12 passengers, runs from ground floor Lobby to 2

nd
 floor mezzanine 

(1) backstage elevator, 8 ï 10 passengers, runs from ground to basement access, in hallway between Mainstage and Black Box   

 

GRAND STAIRCASE (EAST LOBBY) AND MERCHANDISE AREA (WEST LOBBY): 

(2) tables, chairs and one 20 Amp power drop are 

provided for Merchandise sales, located in center 

lobby next to the elevator 

 

 

 

 

 

 

 

 

BASEMENT LEVEL DRESSING ROOMS/SUPPORT FACILITIES: 
 
Chorus Womenôs side:  Chorus Menôs side:  Trap room:  
Holds 20 people  Holds 20 people  Holds 40 people 
12ô X 20ô   12ô X 20ô   16ô X 40ô 
Sink   Sink    chair/ table storage 
Countertop   Countertop   stage amps  
Make up lights   Make up lights   center cluster amps 
outlets    outlets   Soap dispenser         
Paper towel dispenser  Paper towel dispenser  
Chairs    Chairs     
Adjacent bath/shower  Adjacent bath/shower   
Center curtain partition  Center curtain partition 
 

HOSPITALTIY ROOM: 

 
Downstairs offstage left is LPACôs Hospitality Room, for dry good and equipment storage, formerly Green Room. This space is not 
accessible to visiting artists or renters. Designated hospitality space is based on how many groups are in LPAC simultaneously, and 
which ones require the use of BFT, stage left hallway, and Trap Room, either by themselves, or in combination thereof.  

 
AUDIO STORAGE: 

 
Located at offstage right basement is Audio Storage for all LPAC equipment. This space is not accessible to anyone other than LPAC 
staff. 

 
ǰǛǢǚǗ́ǩ ͼͺͭ ǭǛǩǪ ǢǥǫǤǝǛ͎ǨǛǩǪǗǫǨǗǤǪ: 

 
Zeldaôs is the newest lounge/restaurant addition to LPAC, having opened in July 2016 and operating from Thursdays to Saturdays, 6 PM 
to 11 PM, while also operating during most LPAC season shows on Sundays through Wednesdays.  
 
Artists/Groups will not have access through this area, which now closes off access from the main dressing rooms backstage left to lobby. 
 
Artists/groups will have emergency access/fire escape access through 750 WEST only in the event of an emergency, for anyone in the 
backstage dressing rooms on stage left needing the closest exit.  
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LINESET SCHEDULE: 
 

LINE DEPTH USE TOUR TRIM OPENING WEIGHT 

  0'- 3" fiberglass fire curtain N/A 24' FULL 600 

1**  1'- 0" grand valence   21'   250 

2**  1' - 6" Main drape   21' 43' 600 

3 2' - 0" NOT USABLE         

              

5**  3' - 0" stage LX 1 - permanent raceway   26'   620 

              

7 4' - 0" open          

8 4' - 6" open - House screen    8'     

9 5' - 0" open         

10 5' - 6" #1 black border   21' FULL 120 

11 6' - 0" #1 black legs   0' 42' 60 

              

13**  7' - 0" рмΩ ¢wLa ς пнΩ .!¢¢9b 
  

  

              

              

              

17 9' - 0" open         

              

19 10' - 0" open         

20 10' - 6" #2 black border   21' FULL 120 

21 11' - 0" #2 black leg - stage left   0' 24' 30 

22 11' - 6" #2 black leg - stage right   0' 24' 30 

              

24**  12' - 6" stage LX 2 - permanent raceway   26'   580 

              

              

27 14' - 0" open         

28 14' - 6" open         

29 15' - 0" open         

30 15'- 6" #3 black border   21' FULL 120 

              

32**  16' - 6" Midstage black traveler   0' 43' 600 

33 17' - 0" NOT USABLE         

              

35**  18' - 0" рмΩ ¢wLa   
 

  
               

37 19' - 0" open         

38 19' - 6" #3 black legs   0' 42' 60 

              

40**  20' - 6" Stage LX 3 - permanent raceway   26'    520 

              

42 21' - 6" open         

43 22' - 0" open         

              

45 23' - 0" open         

46 23' - 6" open         

              

48 24' - 6" open   0' FULL 450 
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LINE DEPTH USE TOUR TRIM OPENING WEIGHT 

51 26' - 0" #4 black border   21' FULL 120 

52 26' - 6" #4 black legs   0' 42' 60 

              

54**  27' - 6" рмΩ ¢wLa   
 

  
               

56 28' - 6" open         

57 29' - 0" open         

              

59**  30' - 0" Stage LX 4 - permanent raceway   26'   490 

              

61 31' - 0" #5 black border   21' FULL 120 

62 31' - 6" #5 black legs   0' 42' 60 

63 32' - 0" House black scrim   0' FULL 120 

              

65 33' - 0" House CYC LX   26'    480 

              

67 34' - 0" open         

68 34' - 6" open         

69 35' - 0" open         

70**  35' - 6" Upstage black traveler   0' 43' 600 

71 36' - 0" open         

72 36" - 6" House Cyclorama   0' FULL 150 

       

  
** INDICATES A PIPE THAT CANNOT BE MOVED 

   

  
ALL DISTANCES ARE IN U.S. FEET - INCHES 

   

  
ALL WEIGHT IS IN U.S. POUNDS 
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MAINSTAGE LIGHTING: 

ETC Insight 3 console ï 108 faders ï and handheld remote focus unit     

ETC Sensor Dimmer system; (237)  2.4 kW dimmers with SPG circuits     

LIGHTING BOOTH at Rear of Orchestra seating level: 12ô countertop, power, production monitor   

(3) DMX home runs from SM panel to Light Booth       

(3) DMX inputs: Light booth, SM panel, Auditorium Row J    

(3) ETCNet1: Light booth, SM panel, Auditorium Row J          

(2) RFU inputs: SM panel, Auditorium Row J     

(2) Unison LCD touchscreen: SM panel, Light booth 

 

All house gel are Rosco colors 

 

INVENTORY:  
 
ETC:   (15) 19º Source4   750W 

(8)  26º Source4   575W 

(15) 36º Source4   575W 

(3)  15ï 35º zoom  575W  
 
COLORTRAN:  (32) 15ï 35º zoom     1kW       

(34) 40º Lekos     1kW  

(24) 30º Lekos      1kW  

(8)   8ò Fresnels       1kW  

(40) PAR64       1kW  

(19) Cyc single cell  1kW 
 
ALTMAN: (18) 6 X 9 Lekos          750W       

(8)   6 X 12 Lekos        750W      

(8)   Pallus single unit    750W       

(10) 8ò Fresnels        1kW       

(4)  14ò Scoop         1kW 

(2)  Super Trooper spots  2kW   

(2) Ultra Arc spots        400W     
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